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Bürkert Fluid Control Systems
Christian-Bürkert-Straße 13-17
74653 Ingelfingen
Deutschland

Tel.: +49 (0) 7940 / 10-0
Fax: +49 (0) 7940 / 10-91 204

info@buerkert.de
www.buerkert.de

Automation systems for the 
hygienic process environment
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Installation width 810 mm

Housing dimensions W x H x D 810 x 549 x 210 mm
Front height 430 mm

Housing material, adapter plate,
cable glands

Stainless steel (V2A)

Sealing materials used FKM, TPE, silicone – conforming to
FDA Regulation 21 CFR 177.2600

Ambient temperature 0 to +40°C

Medium Compressed air, neutral gases

Medium temperature –10°C to +50°C

Pressure range with/without filter 
regulator

2.5 to 16 bar/2.5 to 10 bar

Flow rate for optional filter regulator 5,200 l/min

Flow rate of the valves 150 l/min

Pneumatic ports
   Filter regulator (optional)
   Valve island feed
   Working ports valve

G ½"
G ¼"
Ø 6 mm push-in

Power supply
   Power supply unit (optional)
   Valve island

100 to 230 Volt AC 
24 Volt DC

Voltage tolerance + /–10 %

Total output 120 VA

Duty cycle 100 % duty cycle

Cable diameter
   Power supply
   Communication
   Field I/O system
   Connection terminals power supp.
   �Connection terminals for position  

feedback sensors

7.0 to 10.5 mm VA-M20
6.5 to 9.5 mm VA-M20-EMC
6.5 mm/5.5 mm*  VA-M32
2.5 mm²
Note the specifications of the
I/O system manufacturer

Degree of protection IP65

Standards
   Switching device combination
   EMV
   MSR-EMC
   Documentation 
   RoHS

EN 61439
EN 61000
EN 61326
EN 81346
EN 50581

Weight approx. 40 kg

  *see order table

�� �Two valve islands

�� 24x2x3/2-way function

�� 96 bushings for electrical 

	 Control lines

Max. expansion variant:

Technical data
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Automation system Type 8614 with valve island Type 8644
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Valve island
variant

Hole 
pattern

see
Page 
98-99

Number 
of 

islands

Vacant 
posi-
tion

Number 
of valve

functions

Max. cross- 
section of  

position feed-
back sensors 

(mm²)

Inlets field 
I/O 

system
Ø 6.5 mm

Inlets field 
I/O 

system
Ø 5.3 mm

Standard 
rail
I/O

system

Ident. 
number
Siemens
ET 200S

 Ident. 
number

Wago I/O 
system 

750

Ident. 
number

Rockwell
Point I/O 
system

16x2x3/2 620 2 - 64 * - - + 279681 279682 on request

16x2x3/2 620 1 1 32 * - - + 279685 279686 on request

16x2x3/2 621 2 - 64 * 24 - + 279689 279690 on request

16x2x3/2 621 1 1 32 * 24 - + 279693 279694 on request

24x2x3/2 IF 638 1 - 48 * - - + 279697 279698 on request

24x2x3/2 IF 639 1 - 48 * 24 - + 279701 279702 on request

24x2x3/2 IF 640 1 - 48 * 48 - + 279705 279706 on request

24x2x3/2 IF 641 1 - 48 * 72 - + 279709 279710 on request

24x2x3/2 IF 642 1 - 48 * 96 - + 279713 279714 on request

IF = with intermediate feed
* Note the specifications of the I/O system manufacturer
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Automation system Type 8614 with valve island Type 8644, installation width 810 mm

Order table

Variant: 2x3/2-way valve island variant without filter regulator

Valve island
variant

Hole 
pattern

see
Page 
98-99

Number 
of 

islands

Vacant 
posi-
tion

Number 
of valve

functions

Max. cross- 
section of  

position feed-
back sensors 

(mm²)

Inlets field 
I/O sys-

tem
Ø 6.5 mm

Inlets field 
I/O sys-

tem
Ø 5.3 mm

Standard 
rail
I/O

system

Ident. 
number
Siemens
ET 200S

 Ident. 
number

Wago I/O 
system 

750

Ident. 
number

Rockwell
Point I/O 
system

8x5/2 603 2 - 16 * 48 - + 279729 279730 on request

8x5/2 603 1 1 8 * 48 - + 279733 279734 on request

12x5/2 613 2 - 24 * 72 - + 279737 279738 on request

12x5/2 613 1 1 12 * 72 - + 279741 279742 on request

16x5/2 621 2 - 32 * - 32 + 279745 279746 on request

16x5/2 621 1 1 16 * - 32 + 279749 279750 on request

24x5/2 632 1 - 24 * 48 - + 279753 279754 on request

24x5/2 633 1 - 24 * 72 - + 279757 279758 on request

24x5/2 634 1 - 24 * 96 - + 279761 279762 on request

* Note the specifications of the I/O system manufacturer

Variant: 5/2-way valve island variant without filter regulator

Options/assemblies:

�� Pressure switch mounted and cables/hoses fitted

�� Power supply unit mounted and wired

��Wall spacer set mounted 

You can find options/assemblies and accessories on pages 100 - 105

Note:	  

The I/O system is not part of the identification number and must be ordered and configured separately.
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Valve island
variant

Hole 
pattern

see
Page 
98-99

Number 
of 

islands

Vacant 
posi-
tion

Number 
of valve  

functions

Max. cross- 
section of  

position feed-
back sensors 

(mm²)

Inlets field 
I/O

system
Ø 6.5 mm

Inlets field 
I/O

system
Ø 5.3 mm

Standard 
rail
I/O

system

Ident. 
number
Siemens
ET 200S

 Ident. 
number
Wago 

I/O system 
750

Ident. 
number

Rockwell
Point 

I/O system

24x2x3/2 IF 643 1 - 48 * - - + 279717 279718 on request

24x2x3/2 IF 644 1 - 48 * 24 - + 279721 279722 on request

24x2x3/2 IF 645 1 - 48 * 48 - + 279725 279726 on request

IF = with intermediate feed
* Note the specifications of the I/O system manufacturer

Automation system Type 8614 with valve island Type 8644, installation width 810 mm

Order table

Variant: 2x3/2-way valve island variant with filter regulator

Valve island
variant

Hole 
pattern

see
Page 
98-99

Number 
of 

islands

Vacant 
posi-
tion

Number 
of valve  

functions

Max. cross- 
section of  

position feed-
back sensors 

(mm²)

Inlets field 
I/O  

system
Ø 6.5 mm

Inlets field 
I/O  

system
Ø 5.3 mm

Standard 
rail
I/O

system

Ident. 
number
Siemens
ET 200S

 Ident. 
number

Wago I/O 
system 

750

Ident. 
number

Rockwell
Point I/O 
system

8x5/2 608 2 - 16 * 48 - + 279765 279766 on request

12x5/2 616 2 - 24 * 24 - + 279769 279770 on request

24x5/2 637 1 - 24 * 48 - + 279773 279774 on request

* Note the specifications of the I/O system manufacturer

Variant: 5/2-way valve island variant with filter regulator

Options/assemblies:

�� Pressure switch mounted and cables/hoses fitted

�� Power supply unit mounted and wired

��Wall spacer set mounted 

You can find options/assemblies and accessories on pages 100 - 105

Note:	  

The I/O system is not part of the identification number and must be ordered and configured separately.
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8-fold valve island Type 8644
Installation width 810 mm

12-fold valve island Type 8644
Installation width 810 mm

16-fold valve island (w/o IF) Type 8644
Installation width 810 mm

8
6

14
/8

6
4

4

Automation system Type 8614 with valve island Type 8644, installation width 810 mm

Hole patterns



99

24-fold valve island (w/o IF)
Type 8644

Installation width 810 mm

24-fold valve island (w. IF)
Type 8644

Installation width 810 mm

16-fold valve island (w. IF)
Type 8644

Installation width 810 mm

8
6

14
/8

6
4

4

w. IF = with intermediate feed
w/o IF = without intermediate feed

Automation system Type 8614 with valve island Type 8644, installation width 810 mm

Hole patterns

24-fach-Ventilinsel (mit ZE)
Typ 8647

Baubreite 810

958                                                             753766

959                                                             753767

960                                                             753768

24-fach-Ventilinsel (ohne ZE)
Typ 8647 (Single valve only)

Baubreite 810

16-fach-Ventilinsel (mit ZE)
Typ 8647

Baubreite 810

957                                                             753765

16-fach-Ventilinsel
Typ 8647

Baubreite 810

921                                                             753746

922                                                             753747

12-fach-Ventilinsel
Typ 8647

Baubreite 810

950                                                             753758

949                                                             753757

948                                                             753756

947                                                             753755

8-fach-Ventilinsel
Typ 8647

Baubreite 810

913                                                             753742

912                                                             753741

911                                                             753740 941                                                             753749

942                                                             753750

943                                                             753751

944                                                             753752

945                                                             753753

946                                                             753754

951                                                             753759

952                                                             753760

953                                                             753761

954                                                             753762

955                                                             753763

956                                                             753764

931                                                             753748

914                                                             753743

917                                                             753744

918                                                             753745

901                                                             753731

902                                                             753732

903                                                             753733

904                                                             753734

906                                                             753736

907                                                             753737

908                                                             753738

909                                                             753739

905                                                             753735

923                                                             753769

924                                                             753770

925                                                             753771

926                                                             753772

927                                                             753773

928                                                             753774

961                                                             753781

962                                                             753782

963                                                             753783

964                                                             753784

965                                                             753785966                                                             753786

933                                                             753775

934                                                             753776

935                                                             753777

936                                                             753778

937                                                             753779

938                                                             753780

971                                                             753787

972                                                             753788

973                                                             753789

974                                                             753790

975                                                             753791 976                                                             753792

Breather drains
(M25)

Multiple cable
gland (M32)

2 x cable gland
Bus connection (M20 - EMC)

2 x cable gland
Power supply (M20)

Internal 
Number

Socket stain-
less steel G ½"

Hole pattern
Number

908 753738

Cutout for  
AirLINE Quick

Condensate
drain (M20)

Socket stain-
less steel G ¼"

Description of hole pattern



100

Wall spacer  

hygienic design

Option/assembly

Material Stainless steel 1.4301 (AISI 304)

Surface Surface roughness height RA < 0.8 µm

Wall spacing 50 mm

Diameter 34 mm

Conformity All seals conform to FDA Regulation 21 CFR 177.2600

Weight 1.6 kg/set (consisting of 4 wall spacers)

�� �Creates space for cleaning even behind 
the housing

�� �Ensures greater hygiene safety by avoiding 
dead space between housing and wall that 
cannot be monitored

�� Fully assembled

Technical data

Order table

Wall spacer set consisting of 4 wall spacers,  
fully assembled 

795481

H = 410 mm

W
a
ll 

s
p

a
c
e

r
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Pressure switch, fully  

mounted and cables/hoses fitted

Material steel galvanised

switching function Changeover contact

Setting range 1 – 10 bar

Bursting pressure 20 bar 

Design Spring-loaded diaphragm

Diaphragm NBR

Medium Air, hydraulic oil, oil emulsion, water

Medium temperature – 25 to + 85°C

Switch-back difference 15 – 25 %

Switching frequency max. 200/min.

Mechanical service life 106 switching cycles

switching voltage max. 250 V/UC

Degree of protection IP65 with device socket Type 2508

�� �Additional cable gland for direct connection 
via cable connector

�� �Pressure switch mounted on stainless steel 
bracket

�� Front adjusting screw P
re

s
s
u
re

 s
w

it
c
h

Technical data (pressure switch) 

Order table (only possible in conjunction with built-in filter regulator)

Pressure switch, fully mounted and cables/hoses fitted 795486

Wechsler

P
2 4

1

30
69 30

R 1/4

1,6

ø8

ø4

58

15

Ø
 5

,3

20

Einstellschraube M6 Kupplungsdose PG9 
(DIN EN 175301-803)

Wechsler

P
2 4

1

30
69 30

R 1/4

1,6

ø8

ø4

58

15

Ø
 5

,3

20

Einstellschraube M6 Kupplungsdose PG9 
(DIN EN 175301-803)

Option/assembly
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Power supply unit, fully  

mounted and wired

p
o

w
e

r 
s
u
p

p
ly

 u
n
it

�� �Low energy consumption due to high 
efficiency

�� Minimum energy losses at idle

�� �Small installation space required due to 
slender design

Option/assembly

Input voltage-nominal range 
-operating range

AC 100 – 230 V
AC 85 – 264 V/DC 110 – 300 V

Mains buffering > 20 ms (at AC 120/230 V)

Nominal frequency-nominal value 50/60 Hz

Input current-nominal value
- recommended circuit breaker

1.56 – 0.75 A
Char. C: from 10 A, Char. B: from 16 A

Output voltage-nominal value
- Tolerance
- Setting range

DC 24 V
± 3 %
DC 22.2 – 26.4 V

Output current-nominal value
- Derating range

4 A
+ 50°C to 70°C

Degree of efficiency at nominal values approx. 88 %

No-load losses < 0.75 W

Switchable in parallel yes

Electronic short-circuit protection yes, restart

Interference noise suppression  
(EN 55022)

Class B

Degree of protection (EN 60529) IP20

Ambient temperature – 20 to + 70°C

Ports Removable screw-type terminals

Circuit breaker 1/N C6A

Connection terminals  
(max. 4 mm²) for input voltage

85 – 264 VAC

certifications CE, UL, CSA, ATEX

Assembly dimensions (B x H x D) 125 x 90 x 115 mm

Siemens power supply unit PSU100C/4A*

* other makes subject to consultation

Technical data

Power supply unit, fully mounted and wired 795497

Order table
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Solenoid valve for pneumatic 

applications

�� Type 6524 – 3/2-way and 2x3/2-way

�� Type 6525 – 5/2-way 

�� Low power consumption

�� Fast switching times

�� Second port for separation from the bus signal

�� Compact design

Accessories

Nominal diameter DN 4.0 mm

Body material PPS, PA

Seal material FKM

Media Compressed air oiled, oil-free, dry; neutral gases (5µm filter recommended)

Medium temperature  – 10 to + 50°C

Ambient temperature  – 10 to + 50°C

Manual override Standard

Port connection Flange for MP11

Pneumatic modules Type MP11 with M5, M7, plug-in coupling Ø 6 mm

Voltage tolerance ± 10 %

Switching times approximately 1000 c.p.m.

Operating voltage 24 V DC*

Nominal power 0.8 W/2 x 0.8 W (2x3/2-way)

Nominal operating mode Continuous operation (100 % duty cycle)

Electr. connection on the valve Rectangular connector with raster 5.08 mm, rectangular connector 2.42, 3-pin (2x3/2-way)

Degree of protection IP40 with rectangular connector

Protection class 3 according to VDE 0580

Installation with 2 screws M2 x 20/2 screws M2 x 28 (2x3/2-way)

Installation position any, preferably actuator face up

* 10 % residual ripple permissible

Switching times [ms] Measurement acc. to ISO 12238

Opening <10 ms

Closing <10 ms

Technical data

Order table (second connection with shut-off function, without manual override) 

 With shut-off function for safety-related 
Switching operations (see page 118)

Type Circuit function Nominal  
diameter

[mm]

QNn value
Air¹ [l / min.]

Pressure range² 
[bar]

Voltage/ 
 Frequency  

[V/Hz]

Integrated  
power reduction

Ident. number

6524 C  3/2-on/off valve 4 300 2.5 – 10 24 V DC* No 285545

6524 C  2x3/2-on/off valve 4 300 2.5 – 10 24 V DC* Yes3 285547

6525 H  5/2-on/off valve 4 300 2.5 – 10 24 V DC* No 285544

* 10 % residual ripple permissible	 ¹ Measurement at + 20 °C, 6 bar pressure at the valve inlet and 1 bar pressure difference
	 ² Overpressure with respect to atmospheric pressure
	 ³ Can be used in valve island Type 8640, AirLINE Type 8644 or valve blocks

6
5

2
4

/6
5

2
5
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Accessories

Solenoid valve  

for pneumatic applications

�� �For valve island Type 8652

�� �With shut-off function for safety-related  
switching operations

�� Second port for shutdown

�� Maximum flexibility and reliability

�� �Switch high pressures with low power 
consumption

�� Short switching times

Nominal diameter DN 4.0 mm

Body material PA

Seal material NBR and PUR

Media Compressed air oiled, oil-free, dry; 
neutral gases (5 µm filter recommended)

Working ports Flange for MP15

Air supply connection Flange for MP15

Manual override 
available/lockable

Yes/yes

Installation position any

Installation 1 screw M4 x 10

Flow:  
QNn value air [l/min]

Measurement at + 20 °C, 6 bar pres-
sure at the valve inlet and 1 bar pres-
sure difference

Pressure data [bar] Overpressure with respect to  
atmospheric pressure

Nominal operating mode Continuous operation (100 % duty cycle)

Switching times [ms] Measured according to ISO 12238

Technical data

Circuit function

2x3/2-way solenoid valve servo-assisted, 

Normally closed

5/2-way solenoid valve servo-assisted   

Order table (second port for shutdown)

Circuit function Nominal  
diameter

[mm]

QNn value 
Air1 [l/min]

Pressure 
range²
[bar]

Switching times Voltage/ 
Frequency 

[V/Hz]

Ident. number² 
incl. screw

Opening
[ms]

Closing
[ms]

C  2x3/2-on/off valve 4 270 Vac. 10³
3 ...10

15 15 24 V DC 338802

H  5/2-on/off valve 4 290 Vac. 10³
3 ...10

20 20 24 V DC 338805

1) For hot-swap function approx. 3 % flow reduction
2) The valves are components or spare parts of the valve island Type 8652. They can be used only on the valve island Type 8652.
3) Separate auxiliary pilot air at least 3 bar, please observe the control pressure table in the operating instructions

6
5

3
4

With shut-off function for safety-related switching operations

Wirkungsweise C 
2 x 3/2-Wegeventil

4

1        5

14
2

1        3

12

14
12

5     1   3

Wirkungsweise H
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Plastic hose  

for pneumatic system

�� �PTFE for higher temperatures  
(– 196°C to + 250°C)

�� �Resistant to aggressive or corrosive media

�� �Food-resistant

T
V

G
0

0
7

Accessories

Order table

Dimensions 
[mm] 

DA, DI, WD

Max. operating 
pressure at 
20° C [bar]

Minimum 
bending radius 

Rmin [mm]

Weight 
[kg/m]

Roll length 50 m 
Colour natural 
ident. number

6/4/1 12 18 3.43 788880

10/8/1 6.5 50 6.16 788882

12/10/1 5.5 72 7.55 788883

Tolerances: WD ± 0.2 mm

WD

D
I D

A

Circuit function Nominal  
diameter

[mm]

QNn value 
Air1 [l/min]

Pressure 
range²
[bar]

Switching times Voltage/ 
Frequency 

[V/Hz]

Ident. number² 
incl. screw

Opening
[ms]

Closing
[ms]

C  2x3/2-on/off valve 4 270 Vac. 10³
3 ...10

15 15 24 V DC 338802

H  5/2-on/off valve 4 290 Vac. 10³
3 ...10

20 20 24 V DC 338805

1) For hot-swap function approx. 3 % flow reduction
2) The valves are components or spare parts of the valve island Type 8652. They can be used only on the valve island Type 8652.
3) Separate auxiliary pilot air at least 3 bar, please observe the control pressure table in the operating instructions
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Other housing sizes and options on 
request 

Sample dimensions:

Dimensions W x H x D:  �810 x 1221 x 300 mm 

Front height 1050 mm

or	 810 x 1421 x 300 mm

                               	 Front height 1250 mm
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Sample configuration

Designation Quantity Ident. no. List price

Automation system Type 8614/8640, installation width 510 mm, PROFIBUS 1 275512 €4,444.00 *

Wall spacer set, mounted 1 795481   €333.00 *

Pressure switch fully mounted and cables/hoses fitted (this affects ident. number 795486) 1 795486   €222.00 *

Power supply unit fully mounted and wired  (this affects ident. number 795497) 1 795497   €111.00 *

Total price €5,110.00 *

* �The prices listed above are notional prices. You will receive the actual list prices for your individual project from our employees in 
your quotation. 

In the event of order placement, a new identification number can be created on request that 

consists of the respective components. This simplifies order processing for you. The accesso-

ries will be supplied loose as a separate item.

Please consider the notes. For example, the option “Pressure switch, fully mounted and cables/hoses 

fitted” is only possible in conjunction with a built-in filter regulator.
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Spare part

Power supply unit

�� �Low energy consumption due to high  

efficiency across the entire load range

�� Minimum energy losses at idle

�� Connection via push-in terminals

�� �Small installation space required due to 

slender design

Input voltage-nominal range
– operating range

AC 100 – 230 V
AC 85 –  264 V/DC 110 –  300 V

Mains buffering > 20 ms (at AC 120/230 V)

Nominal frequency-nominal value 50/60 Hz

Input current-nominal value
– recommended circuit breaker

1.56 – 0.75 A
Char. C: from 10 A, Char. B: from 16 A

Output voltage-nominal value
– Tolerance
– Setting range

DC 24 V
± 3 %
DC 22.2 – 26.4 V

Output current-nominal value
– Derating range

4 A
+ 50°C to 70°C

Degree of efficiency at nominal values approx. 88 %

No-load losses < 0.75 W

Switchable in parallel yes

Electronic short-circuit protection yes, restart

Interference noise suppression  
(EN 55022)

Class B

Degree of protection (EN 60529) IP20

Ambient temperature – 20 to +70°C

Ports Removable screw-type terminals

certifications CE, UL, CSA, ATEX

Dimensions (W x H x D) 52.5 x 80 x 100 mm

Siemens power supply unit PSU100C/4A*

Weight approx. 0.32 kg

* other makes subject to consultation

Technical data

Order table

power supply unit 750884

p
o

w
e

r 
s
u
p

p
ly

 u
n
it
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Pressure switch

�� �For neutral gases and liquids

�� �Switching point adjustable using setscrew

Spare part

Order table (without cable plug)

Size Variant Setting range Switching 
voltage

Material Seal material Port  
connection

Electrical 
connection

Ident.  
number 

Flange 
installation

Changeover 
contact

1 – 10 bar max.  
250 V/UC

Steel
galvanised

NBR G 1/4" socket Cable plug 
design A

780499

T
C

D
0

0
1
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T
A

U
0

0
1 

Spare part

Pressure gauge

�� �For gases and non-crystallising liquids

�� Rear connection

Order table

Diameter Port connection Material Installation  
position

Size Pressure Pressure Ident. number

Ø 50 mm G 1/4" plastic rear, centric 1.2 0 – 12 bar 0 – 160 psi 772138
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Spare part

Order table (without pressure gauge and mounting parts)

Size Port size B
mm

C
mm

D
mm

E
mm

Material Q max. 
at  

P = 6.3 bar 
and  

∆p = -1 bar, 
l/min.

 Max.  
Input  

pressure
bar (g)

Control  
range (bar)

 Connection 
G-thread with 

autom. condensate 
draining

Ident. number

2 1/2" 63 110 147 67 Grivory GV-6H 5200 16 0.5 – 10 772110

Filter regulator  

�� Simple installation

�� �Compact design

C
D

B E ~38

Ø
50

Ø8

T
P

M
0

0
1

C
D

B E ~38

Ø
50

Ø8
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Spare part

Solenoid valve  

for pneumatic applications

�� Type 6524: 3/2-way and 2x3/2-way

�� Type 6525: 5/2-way 

�� Low power consumption

�� Fast switching times

�� Compact design Standard

Nominal diameter DN 4.0 mm

Body material PPS, PA

Seal material FKM

Media Compressed air oiled, oil-free, dry; neutral gases (5 µm filter recommended)

Medium temperature  – 10 to + 50°C

Ambient temperature  – 10 to + 50°C

Manual override Standard

Port connection Flange for MP11

Pneumatic modules Type MP11 with M5, M7, plug-in coupling Ø 6 mm

Voltage tolerance ± 10 %

Switching times approximately 1000 c.p.m.

Operating voltage 24 V DC*

Nominal power 0.8 W/2 x 0.8 W (2x3/2-way)

Nominal operating mode Continuous operation (100 % duty cycle)

Electr. Connection 
on valve

Rectangular connector with raster 5.08 mm,
Rectangular connector 2,42, 3-pin (2x3/2-way)

Degree of protection IP40 with rectangular connector

Protection class 3 according to VDE 0580

Installation with 2 screws M2 x 20/2 screws M2 x 28 (2x3/2-way)

Installation position any, preferably actuator face up

* 10 % residual ripple permissible

Switching times [ms] Measurement acc. to ISO 12238

Opening <10 ms

Closing <10 ms

Technical data
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Order table

Type Circuit function Nominal  
diameter

[mm]

QNn value
Air¹ [l / min.]

Pressure 
range² 
[bar]

Voltage/ 
 Frequency  

[V/Hz]

Integrated  
power  

reduction

Ident. number

6524 C  3/2-on/off valve 4 300 2.5 – 10 24 V DC* Yes3 184043
6524 C  2x3/2-on/off valve 4 300 2.5 – 10 24 V DC* Yes3 186260
6524 C  2x3/2-on/off valve 4 300 2.5 – 10 24 V DC* No 204710
6525 H  5/2-on/off valve 4 300 2.5 – 10 24 V DC* No 179938

* 10 % residual ripple permissible
¹ Measurement at +20° C, 6 bar pressure at the valve inlet and 1 bar pressure difference
² Overpressure with respect to atmospheric pressure
³ Can be used in valve island Type 8640, AirLINE Type 8644 or valve blocks

6
5

2
4

/6
5

2
5

Circuit function 

C 3/2-on/off valve

H 5/2-on/off valve

C 2x3/2-on/off valve

2(A)

1(P)        3(R)

12

Wirkungsweise C

Wirkungsweise C 
2 x 3/2-Wegeventil

4

1        5

14
2

1        3

12

14
12

5     1   3

Wirkungsweise H
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Spare part

Solenoid valve  

for pneumatic applications

�� For valve island Type 8652

�� Maximum flexibility and reliability

�� �Switch high pressures with low power 

consumption

�� Short switching times

Nominal diameter DN 4.0 mm

Body material PA

Seal material NBR and PUR

Media Compressed air oiled, oil-free, dry;
neutral gases (5 µm filter recommended)

Working ports Flange for MP15

Air supply connection Flange for MP15

Manual override
available/lockable Yes/yes

Installation position any

Installation 1 screw M4 x 10

Flow:  
QNn value air [l/min]:

Measurement at + 20 °C, 6 bar pressure at 
the valve inlet and 1 bar pressure difference

Pressure data [bar]: Overpressure with respect to atmospheric 
pressure

Nominal operating mode Continuous operation (100 % duty cycle)

Switching times [ms] Measured according to ISO 12238

Technical data

Circuit function

2x3/2-way solenoid valve servo-assisted, 

normally closed, with manual override                   

5/2-way solenoid valve, servo-assisted,  

with manual override                     

Order table (standard)

Circuit function Nominal dia-
meter
[mm]

QNn value 
Air1 [l/min]

Pressure 
range²
[bar]

Switching times Voltage/ 
Frequency 

[V/Hz]

Ident. number² 
incl. screw

Opening
[ms]

Closing
[ms]

C  2x3/2-on/off valve 4 270 Vac. 10³
3 ...10

15 15 24 V DC 301374

H  5/2-on/off valve 4 290 Vac. 10³
3 ...10

20 25 24 V DC 301376

1) For hot-swap function approx. 3 % flow reduction
2) The valves are components or spare parts of the valve island Type 8652. They can be used only on the valve island Type 8652.
3) Separate auxiliary pilot air at least 3 bar, please observe the control pressure table in the operating instructions

Standard

Wirkungsweise C 
2 x 3/2-Wegeventil

4

1        5

14
2

1        3

12

14
12

5     1   3

Wirkungsweise H



115

Circuit function Nominal dia-
meter
[mm]

QNn value 
Air1 [l/min]

Pressure 
range²
[bar]

Switching times Voltage/ 
Frequency 

[V/Hz]

Ident. number² 
incl. screw

Opening
[ms]

Closing
[ms]

C  2x3/2-on/off valve 4 270 Vac. 10³
3 ...10

15 15 24 V DC 301374

H  5/2-on/off valve 4 290 Vac. 10³
3 ...10

20 25 24 V DC 301376

1) For hot-swap function approx. 3 % flow reduction
2) The valves are components or spare parts of the valve island Type 8652. They can be used only on the valve island Type 8652.
3) Separate auxiliary pilot air at least 3 bar, please observe the control pressure table in the operating instructions

Reducing the hose length 

A hose presents an additional flow resistance and a disadvantageous volume. Shortening the hose length therefore reduces the 

volume to be filled and permits the use of “smaller” pilot valves. Experience from real-world applications shows that the flow rate 

has fallen to 50% after a hose length of approximately 3 – 4 metres, and by an additional 20 – 30% after an additional length of 

approximately 10 metres. Therefore, the selection of valves and hose dimensions must take these losses into consideration.

The diagram shows the influence of hose lengths (6/4; 8/6 mm) on the air flow. Quantitatively similar progressions are also achieved 

for the hose sizes 10/8 and 12/10 mm. The measurements were taken using multiway valves at + 20 °C and an input pressure of 

6 bar. The valve-island configurators include a tool for calculating the flow rates.

Linear routing of lines

It is also important to ensure that hoses are routed in straight lines wherever possible and kept free of kinks, crushing points and 

bends as these will impair the flow behaviour, i.e., by increasing flow rate losses in the hose. The diagram illustrates that an enlarge-

ment of the hose internal diameter from 6/4 mm to 8/6 mm achieves higher flow values.

QNn value (hose diameter 6/4 mm, 8/6 mm)

Hose diameter 6/4 mm
Hose diameter 8/6 mm

l/min

1000

900

800

700

600

500

400

300

200

100

0
0.5 m 1 m 2 m 5 m 10 m 15 m 20 m

348.11

890.3

654.05

480.48

319.62

81.33

169.05

71.91

172.49
258.84

192.46
130.08

96.72

234.8

Flow optimisation with regard to hose length
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Enhanced process safety
Pneumatic hot-swap function and check valves 

For valve blocks, valve islands and automation systems, there are two specific process reliability features such as hot-swap 

functionality and check valves. These process reliability features are very important particularly in the hygienic environment.

Hot-swap function:

The Bürkert valve islands are designed to allow pilot valves to be replaced quickly and without interrupting system operation, i.e. 

while it is under pressure and electrically live! The integrated P channel shutoff closes the pressure channel automatically below the 

valve and opens it again as soon as the new valve is screwed on. You can remove the valve by loosening two fastening screws 

and simply pulling it away. The pneumatic hot-swap function is the first function of its kind to allow the other valves on a valve is-

land to continue operating as normal with no need to shut down the plant component during the replacement. The result is signifi-

cantly higher plant availability. The replacement of valves is supported by the ease of handling of the components.

Check valves:

Check valves in the Bürkert valve islands enhance process reliability by preventing back pressure. When multiple valves are swit-

ched, their exhaust air must be vented via the collective return air duct in the valve island. This can lead to the formation of back 

pressure in the valve block if venting is not completed quickly enough. In the worst-case scenario, this back pressure can bring 

about undefined switching statuses. This can have serious consequences for the process, for example, cleaning fluid could enter 

the product without being immediately detected. The integration of check valves in the basic modules of the Bürkert valve island 

excludes these types of errors from the outset.
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12

2

1 3
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1 3
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2

1 3

12

2

1 3

Greater process reliability thanks to check valves

Pneumatic hot-swap function
(P shutoff)

Check valves in the
exhaust air ducts
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Safety-related shut-off of pneumatic valves

The versatile applications of valve islands Type 8640, 8644, 8647 and 8652 is extended by the pneumatic valve types 6524, 6525 

and 6534 for safety-oriented shut-off.  

According to the Machinery Directive EN ISO 13849, machines must be designed to function in such a way that does not cause 

damage to humans, the environment or to property assets. Safety is the top priority. For this reason, the versatile valve islands are 

also available with a patented safety-related shutdown (Type 6524, 6525 and 6534). Using these otherwise identical valves, pro-

cesses can be safely shut down. With the help of a moulded cable or additional terminal, it is possible to switch off the affected 

valve electrically via a floating contact even though the valve it may still be actuated from the valve island. All other processes con-

tinue to operate without any time or product losses. With these valves, the processes can be safely shut down up to Performance 

Level C in accordance with the Machinery Directive EN ISO 13849. Performance Level D can be achieved by integrating the redun-

dancy block (Type MKRS).

Simple switch-off device

Redundant switch-off device
Air supply P

 1

Actuator

 2

 3

 4 Components

�� Valve Types 6524, 6525

�� Emergency-Stop relay

�� Emergency stop pushbutton

�� Redundancy block Type MKRS

 1

 2

 3

 4
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Pneumatic valves Types 6524, 6525 and 6534 with a second port are available in the following variants  

(For technical data and order table, see P. 112-114):

�	3/2-way valve (only Type 6524, 6525)

�	5/2-way valve

�	2x 3/2-way valve

Reliable and safe to operate

The innovative valves can be switched off independently of the regular switch signal control of the valve island (multipole or fieldbus 

communication). The electrical shutdown of the pilot valve can be demonstrated based on the B10d values (B10d values are di-

mensions for the product lifetime).

Flexible retrofitting options

The valve for safe shutdown can be integrated at every valve slot on our valve islands, valves can be retrofitted to suit requirements. 

This allows the required performance level to be achieved retrospectively.

Simple and compact

This practical solution significantly reduces the use of pneumatic and electrical components in the control cabinet. As a result, con-

trol cabinets can generally be of much smaller dimensions than in the past.
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In use with a leading manufacturer 
of dairy products

The installation of the Bürkert valve island AirLINE Quick Type 8614 on a new desert and yoghurt line at the dairy company’s pro-

duction plant in North Rhine-Westphalia qualifies as a reference project. The installation was conducted as a collaboration bet-

ween the global manufacturer of milk and dairy products, a plant engineering company from southern Germany that specialises 

in food and the fluid control specialist Bürkert Fluid Controls Systems. This particular production plant already processes 300,000 

litres of fresh milk daily, from which desert and yoghurt products are produced. Capacity has been significantly increased by the 

construction of a new hall and the opening of a flexible production line for pudding as well as yoghurt products, which has been 

fully networked since mid-2012 following the completion of no less than five parallel packaging lines. The desert line was initiated 

as far back as autumn 2011 – where finished products are currently filled into beakers at one-second intervals on three packaging 

machines before being sealed and packaged into the correct bundles ready for shipment.  

Control cabinets reliably control 2,000 pneumatic process actuators 

For the design and installation of the complex production line, the plant engineers from southern Germany decided to use the 

compact Bürkert system Type 8614, the AirLINE Quick valve islands in the hygienic-design control cabinet. The plant consists of a 

computer-controlled loop with a convoluted network of stainless steel pipes, pumps, agitators, heaters and sterile tanks with a ca-

pacity of up to 12,000 litres. Almost 2,000 pneumatic process actuators are required to ensure precise delivery and circulation of a 

wide variety of media throughout the highly complex plant, which also includes an integrated automatic cleaning and disinfection 

system (CIP) for all pipelines and tanks. 

A total of 42 hygienic-design control cabinets control all processes with millisecond precision 

The pneumatic drives weighing several kilogrammes – equipped with proximity switches for visual status queries – are installed 

in huge pneumatic clusters. These have been configured in exemplary fashion in the plant in North Rhine-Westphalia so that they 

can be accessed quickly and easily via metal gangways when service work is required. The process valve clusters, which preci-

sely control to the nearest millisecond which medium in which quantity is dosed at any one time, are actuated from a total of 42 hy-

gienic-design housings each fitted with two 24-fold AirLINE Quick valve islands including digital position feedback inputs.

5 metres instead of 50 metres from control cabinet to actuator

The majority of pneumatic housings, which are equipped with a PROFIBUS DP for electric actuation in the configuration used by 

the global diary company, are installed in the immediate vicinity of the valve clusters - and therefore in the midst of the highly sensi-

tive hygienic process environment. “Where it used to take 20, 30 or 50 metres to reach from the control cabinet to the actuator or 

sensor, with this new optimised installation, sometimes just five metres will suffice,” explains Seifer. Costs are further reduced be-

cause the entire plant structure is “more hygienic”. This in turn reduces the cost of the cleaning process.

Easy cleaning using the pressure washer 

“Having the pneumatic cabinets so close to the process was something we had to get used to in the beginning – especially as we 

used to have to clean them very carefully in the past,” says the company’s dairy manager. As the deputy director of “preparation“ 

at one of the four production plants in Germany, he along with his 35 employees is responsible not only for ensuring the correct in-

gredients and the right product mix, but also for maintaining the strict hygiene standards. “We always take great care whenever we 

have to treat the AirLINE Quick valve islands with hygienic-design housings with cleaning agents and pressure washers. However, 

we have long since realised that these essential cleaning procedures present no problems whatsoever!”
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“Where it used to take 20, 30 or 50 metres to reach from 

the control cabinet to the actuator or sensor,  

with this new optimised installation, sometimes all we 

need is just five metres.“

Kai-Ulrich Seifer (Field Segment Manager .hygienic Food and  

Beverage, Bürkert Fluid Control Systems)
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Decentralised  
automation solutions

Decentralised automation can have significant advantages regarding monitoring, flexibility and security, even with complex projects.

If local access to information and valves is required, decentralised automation offers many further benefits: The basis is formed by 

flexible process valve systems that make for lean automation processes and straightforward cabling and piping. This shortens plan-

ning phases and makes the system design more transparent, saving time and money in the installation phase and ensuring a fast 

start-up. Operation is efficient and economical thanks to the fact that switching intervals are short, with practically no delay times.

In addition, intelligent information exchange via direct messaging and status diagnostics, greater reliability thanks to a straightfor-

ward process monitoring architecture and easy troubleshooting all combined to create cogent arguments. LEDs ensure that swit-

ching statuses are clearly visible even from a distance. The components can also be cleaned easily and are suitable for thorough 

washdowns.

Your benefits

�� Reliable, clear process monitoring

�� Hygienic design for optimal cleaning capacity

�� Reduced energy costs

�� Fast start-up

�� Simple maintenance
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Universal control heads enable direct integration of automation in the field. 

The control head Type 8681 is optimised for decentralised automation of hygienic process valves. 

�� Universal adaptation: can be combined with all standard valves, ball valves, single and double seat valves

�� Handles all pneumatic control, feedback and diagnostic functions all the way to bus communication

�� �Very easy to clean, proven IP protection and chemically-resistant materials for use in hygienic processing plants in the beverage, 

food and pharmaceutical industries

�� Independent actuation: up to 3 pneumatic actuator chambers

�� Separate setting of switching speeds for both movement directions

�� Built-in check valve prevents switching errors in process valves due to back pressure

�� �Process valve switch positions are recorded by the inductive, analogue position sensor and fed back to the higher-level controller

�� �Teach-in function: Up to 3 switch points can be set at the push of a button or automatically determined by predefined autotune 

functions

�� �4. The switch position can also be read in or confirmed by an external inductive proximity switch

�� �A coloured status LED indicates the respective switch position of the process valve or diagnostic functions such as maintenance 

required or error statuses

�� �Pilot valves are equipped with a mechanical manual override. If the device is closed, the patented magnetically encoded manual 

override allows the main actuator to be switched from outside.

Control head Type 8681
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Control head for hygienic process valves

Control head Type 8681

�� �Universal actuator adaptation to hygienic 
process valves

�� �Contactless position sensor with  
3 switching points (teach-in function)

�� Coloured status LED

�� Manual override on the closed housing

�� �Communication interface, AS-Interface,  
DeviceNet (option)

Technical data

Materials
Body
Cover
Seal

PA, PPO, VA
PC
CR, EPDM

Control medium neutral gases, air DIN ISO 8573-1 (recommended filter 5 µm)

Dust content Class 7 (< 40 µm particle size)

Particle density Class 7 (< 10 mg/m3)

Pressure dew point Class 3 (<-20 °C)

Oil content Class X (<25 mg/m3)

Supply pressure 2.5 ... 8 bar

Air flow rate solenoid valve1) 110 lN/m in – for pressurisation and exhaust, lifting device

(supply and exhaust air per solenoid valve 
 adjustable)

110 lN/m in – delivery condition

200 lN/m in – - maximum typical flow rate

Pilot air ports
Air inlet and exhaust air port
Working ports

G 1/4
G 1/8

position sensor non-contact position sensor, 3 self-regulated switching points PNP (teach-in or autotune function)
Normally open contact (normally open), PNP output short circuit proof, with self-clocking short circuit protection   

Output current max. 100 mA per feedback signal

Stroke range 0 to 80 mm

Resolution ≤ 0.1 mm

Total error ± 0.5 mm - if a target is used according to the dimensions drawing, material 1.4021 and a piston rod  
(Ø 22 mm, material 1.4301) (error refers to the repeatability of a taught position)

Ambient temperature -10 to +55 °C
+5 to +55 °C (A T E X II 3 G E x nA IIC T 4 ; A T E X II 3 G E x tD A 22 T 135 °C )

Installation position any, preferably actuator face up

Degree of protection IP 65/67 acc. to EN 60529

Protection class 3 (AS-Interface, 24 V DC, DeviceNet); 1 (120 V AC) acc. to DIN EN 61140

Bus actuation AS-Interface, DeviceNet

EC conformity EMC2004/108/EC; ATEX 94/9/EC

Ignition protection ATEX II 3G Ex nA IIC T4
ATEX II 3G Ex tD A22 T135 °C

QNn value for a pressure drop from 7 to 6 bar absolute at 20°C
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Control head for hygienic process valves

Power supply 12 to 28 V DC

Residual ripple at DC max. 10 %

Power consumption
< 5 W
(depending on variant and operating state, see operating instructions)

Inputs for valve actuation (Y1 - Y3)

Signal level - active U > 10 V, max. 24 V DC + 10 %

Signal level - inactive U < 5 V

Impedance U > 30 kOhm

Outputs/binary feedback signals S1 out - S4 out

Design Normally open contact (normally open), PNP output short circuit proof, with self-clocking short circuit protection

Switchable output current max. 100 mA per feedback signal

Output voltage - active ≥ (operating voltage - 2 V)

Output voltage - inactive max. 1 V in the unloaded state

Input/proximity switch (external proximity switch: S4 in)

Operating voltage Voltage present at control head - 10 %

Current carrying capacity, sensor power supply max. 90 mA short-circuit protection

Design DC 2- and 3-conductor, NO or NC (factory setting NO), PNP output

Input current 1 signal ISensor > 6.5 m A, limited internally to 10 m A

Input voltage 1 signal USensor > 10 V

Input current 0 signal ISensor < 4 m A

Input voltage 0 signal USensor < 5 V

Electrical connection

Multipole M12 12-pin with cable 8 cm, 1 x M16 x 1.5 cable glands for external proximity switch (clamping range 3 ... 6 mm)

Cable gland M16 x 1.5 (cable Ø 5 ... 10 mm, screw-type terminals 0.14 ... 1.5 mm2), 1 x M16 x 1.5 cable gland for external 
proximity switch (clamping range 3 ... 6 mm)

Power supply 110 to 130 V AC/50/60 Hz

Current consumption (standby current) 10 mA at 120 V AC

Inputs for valve actuation (Y1 - Y3)

Signal level - active U > 60 V AC

Signal level - inactive U < 20 V AC

Impedance > 40 kOhm

Outputs/binary feedback signals S1 out - S3 out

Design Normally open contact (normally open), , L switching, short-circuit protection via automatically resetting fuse

Switchable output current max. 50 mA per feedback signal 

Output voltage - active ≥ (operating voltage - 2 V)

Output voltage - inactive max. 1 V in the unloaded state

Input/proximity switch (external proximity switch: S4 in)

Operating voltage Voltage present at control head - UNominal = 120 V AC, 50/60 Hz

Current carrying capacity, sensor power supply max. 0.7 A

Design DC 2- and 3-conductor, NO contact, L switching

Input current 1 signal ISensor < 2 m A

Electrical connection

Cable gland M16 x 1.5 (cable Ø 5 ... 10 mm, screw-type terminals 0.14 ... 1.5 mm2),

1 x M16 x 1.5 cable gland for external proximity switch (clamping range 3 ... 6 mm)

8
6

8
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without bus actuation; 24 V DC

without bus actuation; 120 V AC



126

Control head for hygienic process valves

With bus actuation; AS-Interface

Profile S-7.A.E (A/B slave max . 62 slaves/master)
S-7.F.F (max . 31 slaves/master)

Power supply

via bus line as per specification

separate from bus signal reversible (jumper)

Current consumption of devices without external power supply

Max. Current consumption 240 mA (incl. external proximity switch with 90 mA)

Current consumption in normal operation ≤ 150 mA

(acc. to current reduction; valve +1 end position achieved) 3 valves enabled, 1 position confirmed with LED display, no external proximity switch

Current consumption of devices with external power supply

The power supply unit must include a secure disconnect in accor-
dance with IEC 364-4-41. It must conform to the SELV standard. 
The ground potential may not have an earth connection.

19.2 V DC to 31.6 V DC
≤ 110 mA 24 V DC
≤ 150 mA type.

Output (from master perspective)/solenoid valves

Max. switching capacity 0.9 W (per solenoid valve)

Typ. continuous output 0.6 W (per solenoid valve)

Watch-dog function integrated

Inrush current 30 mA or 0.9 W/200 ms (at 30.5 AS-Interface voltage)

Hold current 20 mA or 0.6 W/200 ms (at 30.5 AS-Interface voltage) 

Operating mode Continuous operation (100 % operation)

Valve type 6524

Input/proximity switch (external proximity switch: S4 in)

Operating voltage AS-Interface voltage present at control head - 10 %

Current carrying capacity, sensor power supply max. 30 mA short-circuit protection

Design DC 2- and 3-conductor, NO or NC (factory setting NO), PNP output

Input current 1 signal ISensor > 6.5 m A, limited internally to 10 m A

Input voltage 1 signal USensor > 10 V

Input current 0 signal ISensor < 4 m A

Input voltage 0 signal USensor < 5 V

Electrical connection M12 4-pin at cable 8 cm (acc. 0.3 m cable length acc. to AS-Interface specification)

(Standard: AS-Interface flat cable clip, 80 cm) 1 x M16 x 1.5 cable gland for external proximity switch (clamping range 3 ... 6 mm)
M12 4-pin at cable 80 cm (acc. 1,0 m cable length acc. to AS-Interface specification)
1 x M16 x 1.5 cable gland for external proximity switch (clamping range 3 ... 6 mm)

8
6

8
1
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Control head for hygienic process valves

With bus actuation: DeviceNet

Power supply 11 to 24 V DC (acc. to specification)

Max. Current consumption 200 mA at 24 V DC

Input/proximity switch (external proximity switch: S4 in)

Operating voltage via DeviceNet power supply - 10 % 
Current carrying capacity, sensor power supply max. 30 mA

Design DC 2- and 3-conductor, NO contact, PNP output
Input current 1 signal ISensor > 6.5 m A, limited internally to 10 m A

Input voltage 1 signal USensor > 10 V

Input current 0 signal ISensor < 4 m A

Input voltage 0 signal USensor < 5 V

Output (from master perspective)/solenoid valves

Max. switching capacity	 1.0 W
Typ. continuous output 0.6 W 

Power reduction via DeviceNet – electronically integrated
Inrush current 120 mA typ. at 24 V DC (3 valves)
Hold current 100 mA typ. at 24 V DC (3 valves) 

Operating mode Continuous operation (100 % operation)

Valve type 6524

Electrical connection

Multipole M12, 5-pin on cable 80 cm, 1 x M16 x 1.5 cable gland for external proximity switch 
(clamping range 3 ... 6 mm.)

8
6

8
1

Bit configuration table

Databit D3 D2 D1 D0

Input External proximity switch S4 Position 3 Position 2 Position 1
Output not used Solenoid valve 3 Solenoid valve 2 Solenoid valve 1
Parameter bit D3 D2 D1 D0

Output not used not used not used not used

Programming data table

Databit Programming data with 62 slaves 
AS-Interface - device for A/B slave addressing 
(standard device)

Programming data with 31 slaves 
AS-Interface (optional)

I/O - configuration 7 hex (4 inputs/4 outputs) 7 hex (4 inputs/4 outputs)
see bit configuration table see bit configuration table

ID-Code A hex F hex
Extended ID code 1 7 hex (F hex)
Extended ID code 2 E hex (F hex)
Profile S-7.A.E S-7.F.F
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Communi
cation

Power 
supply

Connection ATEX Zone 

2/22 cat. 3
Number  

of solenoid valves
Position feed-
back sensor

Order no.

none 12 ... 28 VDC Cable gland none 0 3 int. + 1 ext. 196 410

none 1 3 int. + 1 ext. 196 411

none 2 3 int. + 1 ext. 196 412

none 3 3 int. + 1 ext. 196 413

screw to 1 3 int. + 1 ext. 196 415

12 ... 28 VDC M12, 12-pin, cable 8 cm none 0 3 int. + 1 ext. 196 420

none 1 3 int. + 1 ext. 196 421

none 2 3 int. + 1 ext. 196 422

none 3 3 int. + 1 ext. 196 423

screw to 1 3 int. + 1 ext. 196 425

120 V AC Cable gland none 0 3 int. + 1 ext. 196 470

none 1 3 int. + 1 ext. 196 471

none 2 3 int. + 1 ext. 196 472

none 3 3 int. + 1 ext. 196 473

screw to 1 3 int. + 1 ext. 196 475

AS-Interface 
(62 slaves)

29.5 ... 31.6 V DC Variant with ASI flat cable 
terminal and  
80 cm cable

none 0 3 int. + 1 ext. 196 430

none 1 3 int. + 1 ext. 196 431

none 2 3 int. + 1 ext. 196 432

none 3 3 int. + 1 ext. 196 433

screw to 1 3 int. + 1 ext. 196 435

DeviceNet via bus M 12, 5-pin, cable 80 cm none 0 3 int. + 1 ext. 196 450

none 1 3 int. + 1 ext. 196 451

none 2 3 int. + 1 ext. 196 452

none 3 3 int. + 1 ext. 196 453

screw to 1 3 int. + 1 ext. 196 455

Order table

Order table accessories

Variant Order no.

Silencer PE G 1/4 (spare part) 780 780 

Dummy plug PP G 1/8 (spare part) 770 901

Rotary elbows male brass nickel-plated G 1/4 for Ø hose 8/6 780 084

Rotary elbows male brass nickel-plated G 1/8 for Ø hose 6/4 780 082

Universal adapter flange with O-ring 196 495

Target for position sensor, 1.4021 196 494

Magnetic hand tool actuation 196 490

Cable 8 cm with connector M12 12-pin for 24 V DC (spare part) 217 574

Cable 80 cm with connector M12 4-pin for ASi (spare part) 217 572

Cable 8 cm with connector M12 4-pin for ASi (spare part) 217 573

ASI flat cable terminal with M12 stainless steel bushing 799 646

Cable 80 cm with connector M12 5-pin for DeviceNet (spare part) 218 187

USB adapter set for PC communication 227 093

Set with 20 pcs. lead seals to prevent opening of the cover without tools (spare part) 257 100

Control head for hygienic process valves
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Bürkert adapter 
suitable for 
Alfa Laval valves

Alfa Laval Type 
Bürkert Type

LKLA
Ø 87 mm 
for LKB

LKLA
Ø 156 mm 

for LKB

Unique Mixproof Unique SSV 
Ø 85 mm
Ø 115 mm
Ø 156 mm

SRC
Ø 87 mm

Unique 7000

Order no. Type 8681* 251 806 251 806 251 806 251 806 251 806 251 806

Order table adaptations

Adaptation for control head for hygienic process valves

Bürkert adapter 
suitable for
GEA Tuchenhagen valves

GEA Type** 
Bürkert Type

T-Smart 8000 T-Smart 7
T-Smart 9

EcoVent Varivent 
AA - EH5

Varivent 
DF6 - SN6

Varivent 
Z ZBB - ZEH

Order no. Type 8681* 230 967 279 454 230 973 230 973 230 973 230 973

Bürkert adapter 
suitable for
GEA Tuchenhagen valves

GEA Type** 
Bürkert Type

Varivent Z 
ZEK6Z - SN6Z

Varivent 
Mixproof

SCAMI

Order no. Type 8681* 230 973 230 973 228 711

Bürkert adapter 
suitable for
Definox valves

Definox
Series

Bürkert Type

DPAX DCX3
DCX4

Order no. Type 8681* 682 517 230 970

Bürkert adapter 
suitable for Aseptomag 
stroke actuators

Aseptomag
Bürkert Type

PA
Ø 80/100 mm

Order no. Type 8681* 230 985

Bürkert adapter 
suitable for
APV/SPX valves

APV SPX Type
Bürkert Type

SV1/SV1F SW4

Order no. Type 8681* 230 992 230 966

Bürkert adapter 
suitable for
Bardiani valves

Bardiani valves
Bürkert Type

BBZPM
Stainless steel

Mach 83/98
Stainless steel

ZAW
Stainless steel

ZD90
Stainless steel

Order no. Type 8681* 683 478 On request On request 246 082

Bürkert adapter 
suitable for
Tyco Hovap valves

Tyco Hovap 
Bürkert Type

BASICFLOW 
SERIES

9600-9630

VARIFLOW

Order no. Type 8681* 230 982 230 983

Bürkert adapter 
suitable for
Kieselmann valves

Kieselmann
Bürkert Type

Pn. actuator 
PA Ø 160

Order no. Type 8681* 245 852

*	 For Type 8681 - pilot air duct: external piping
**	 Can only be used in conjunction with GEA Tuchenhagen valves in CF A, CF B subject to prior testing or on request
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FLOWave: Innovative flow 

meters without sensor ele-

ments in the measuring tube 

for hygienic applications. 

Mass flow controllers/ 

meters for lean and  

precise gas control. 

Online Analysis System:  

Modular system with 7“ touch screen 

for monitoring all important potable 

water parameters at a glance.

EDIP - The flexible solution  
for efficient processes

The digital revolution has brought about a high degree of 

process automation in production processes. Now Indus-

try 4.0 is here with the second digitalization phase in which 

machines, sensors, actuators and people are networked 

with each other and can exchange information with each 

other. With EDIP – the Efficient Device Integration Platform 

– Bürkert opens up the world of intelligent networking for its 

products in this age of digitalization.

EDIP is the new device platform that unifies the operation, 

communication and interfaces of the process devices. The 

platform consists of the three components communication, 

software and hardware.

All future Bürkert field devices will be based on EDIP. The 

platform already offers numerous modules that simplify in-

telligent networking.

2-way motorised  

proportional valve.
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AirLINE: Valve island for  

reliable control of process 

technology.

Fieldbus gateway: A multi-protocol 

module for integrating Bürkert field 

devices in industrial communication 

standards. 
Electromotive process control 

valve for use in plants without 

compressed air.

Your benefits at a glance

•  �Standardised operating and display concept

•  �Simple and quick start-up

•  ��Access to detailed device diagnosis  

via the digital interface

•  ��If service is required, quick and simple parameter 

transfer by exchanging storage medium

•  �Add new measurement functions quickly and reliably

•  �Comprehensive options for connection to 

higher-level controllers

•  �Simple programming of new functions via graphical  

interface of the “Bürkert Communicator“ software tool

ELEMENT  

control heads  

and position  

controllers.
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

4 multiple cable glands

Power supply unit

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

4 multiple cable glands
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

Filter regulator

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

4 multiple cable glands

Power supply unit

I/O system by Siemens



134

8
6

14
/8

6
5

2

Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

Power supply unit

Filter regulator

Pressure switch

Valve island Type 8652 AirLINE Quick

Installation width 390 mm

Power supply unit

Filter regulator 
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Power supply unit

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

8 multiple cable glands
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Filter regulator

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Power supply unit

I/O system by Siemens
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Wago

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Pressure switch
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Wago

Pressure switch
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Power supply unit 

Filter regulator

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Filter regulator
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Pressure switch
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Sample configuration 
Type 8614/8652

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

8 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Pressure switch

Valve island Type 8652 AirLINE Quick

Installation width 810 mm

8 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Pressure switch
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Sample configuration  
Type 8614/8640 

Valve island Type 8640 AirLINE Quick

Installation width 390 mm

8 multiple cable glands

Valve island Type 8640 AirLINE Quick

Installation width 390 mm

8
6

14
/8

6
4

0
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Sample configuration 
Type 8614/8640

Valve island Type 8640 AirLINE Quick

Installation width 390 mm

8 multiple cable glands

Direct digital inputs

Power supply unit

8
6

14
/8

6
4

0

Valve island Type 8640 AirLINE Quick

Installation width 390 mm

8 multiple cable glands

Direct digital inputs
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Sample configuration 
Type 8614/8640

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Direct digital inputs

Power supply unit 

Filter regulator

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Direct digital inputs

Filter regulator
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Sample configuration 
Type 8614/8640

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Direct digital inputs

Filter regulator

I/O system by Siemens

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Direct digital inputs

Power supply unit

Filter regulator

Pressure switch
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Sample configuration 
Type 8614/8640

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Power supply unit

Filter regulator

Pressure switch

I/O system by Siemens

Valve island Type 8640 AirLINE Quick

Installation width 510 mm

8 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens
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Sample configuration 
Type 8614/8640

Valve island AirLINE Quick Type 8640

Installation width 810 mm

8 multiple cable glands 

Direct digital inputs

Filter regulator

Valve island Type 8640 AirLINE Quick

Installation width 810 mm

8 multiple cable glands 

Direct digital inputs

Power supply units 

Filter regulator
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Sample configuration 
Type 8614/8640
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Valve island Type 8640 AirLINE Quick

Installation width 810 mm

8 multiple cable glands 

Direct digital inputs

Power supply units

Filter regulator

Pressure switch

Valve island AirLINE Quick Type 8640

Installation width 810 mm

16 multiple cable glands
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Sample configuration 
Type 8614/8640

Valve island Type 8640 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Power supply units

I/O system by Siemens

Valve island Type 8640 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

I/O system by Siemens
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Sample configuration 
Type 8614/8647

Valve island AirLINE SP Type 8647 

Installation width 390 mm

4 multiple cable glands

Power supply unit

Valve island AirLINE SP Type 8647 

Installation width 390 mm

4 multiple cable glands

8
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Sample configuration 
Type 8614/8647

Valve island AirLINE SP Type 8647 

Installation width 510 mm

4 multiple cable glands

Filter regulator

Valve island AirLINE SP Type 8647 

Installation width 390 mm

4 multiple cable glands

Power supply unit

I/O system by Siemens
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Sample configuration 
Type 8614/8647

Valve island AirLINE SP Type 8647 

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens

Valve island AirLINE SP Type 8647 

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator
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Sample configuration 
Type 8614/8647

Valve island AirLINE SP Type 8647 

Installation width 810 mm

16 multiple cable glands

Power supply unit

Filter regulator

Valve island AirLINE SP Type 8647 

Installation width 810 mm

16 multiple cable glands

Filter regulator
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Sample configuration 
Type 8614/8647

Valve island AirLINE SP Type 8647 

Installation width 810 mm

16 multiple cable glands

Power supply unit

Filter regulator

I/O system by Siemens



157



158

Sample configuration 
Type 8614/8644 
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Valve island Type 8644 AirLINE Quick

Installation width 390 mm

4 multiple cable glands

Valve island Type 8644 AirLINE Quick

Installation width 390 mm

4 multiple cable glands

I/O system by Siemens
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE  Quick

Installation width 390 mm

4 multiple cable glands

Power supply unit

I/O system by Siemens

Valve island Type 8644 AirLINE Quick

Installation width 390 mm

4 multiple cable glands

Power supply unit

I/O system by Siemens

Pressure switch (in the right-hand pressure gauge port)
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

I/O system by Wago



161

8
6

14
/8

6
4

4

Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

Power supply unit 

I/O system by Wago

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

Power supply unit

I/O system by Wago

Pressure switch  

(in the right-hand pressure gauge port)
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

I/O system by Rockwell (on request)
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

12 multiple cable glands

Power supply unit 

I/O system by Rockwell (on request)

Pressure switch  

(in the right-hand pressure gauge port)

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Filter regulator



164

8
6

14
/8

6
4

4

Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Filter regulator

I/O system by Rockwell (on request)

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Rockwell (on request)
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Power supply unit

Filter regulator

I/O system by Rockwell (on request)

Pressure switch  

(in the right-hand pressure gauge port)

Valve island Type 8644 AirLINE Quick

Installation width 510 mm

4 multiple cable glands

Filter regulator

I/O system by Siemens
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Sample configuration 
Type 8614/8644 

Valve island Type 8644 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

I/O system by Siemens

Valve island Type 8644 AirLINE Quick

Installation width 810 mm

16 multiple cable glands

Power supply units 

I/O system by Siemens
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ZERTIFIKAT 

Die Zertifizierungsstelle 
der TÜV SÜD Management Service GmbH 

bescheinigt, dass das Unternehmen 

 
Christian Bürkert GmbH & Co. KG 

(Holding) 
Christian-Bürkert-Str. 13-17 

74653 Ingelfingen 
Deutschland 

einschließlich der 
Standorte und Geltungsbereiche 

gemäß Anlage 

ein Qualitätsmanagementsystem 
eingeführt hat und anwendet. 

Durch ein Audit, Auftrags-Nr. 70019106, 
wurde der Nachweis erbracht, dass die Forderungen der 

ISO 9001:2015 
erfüllt sind. 

Dieses Zertifikat ist gültig vom 01.04.2019 bis 22.11.2020. 

Zertifikat-Registrier-Nr.: 12 100 26708 TMS. 

 

 

 

  

 
Product Compliance Management 

München, 01.04.2019 
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You can download all certificates free of charge 
from our website: 

Management certificates:
Certificates for the areas of quality, environmental as well as occupational health and safety management

https://www.burkert.com/en/Service-Support/Company-certificates/Management-system-certificates

Factory certificates:
Certificates relating to topics such as the Pressure Equipment Directive, EC design inspection documents,  

ATEX certificates and IECx certificates

https://www.burkert.com/en/Service-Support/Company-certificates/Factory-Certificates
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